01.05.06

List 7 /2006
7/5

Controller CS1, dimensions see M 7/5 + M 7/6
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Photo:
CS1.7211V M1.M1

Controller CS1 is characte—
rised by robust and
compact form.

Master controller is
applicable for

cranes as well as

for electric hydraulic use.
We manufacture

standard and customised
specifications with connec—
tions by solder or screw,
as well as various grips.
Potentiometers and hall—
sensors are available as

-

Circuit directions [Without With spring return Basic price| Additional price each axis
spring return
with light heavy drive each pair of |each fixed
O-notching |spring return [spring return microswitch |poti B55/B5
and friction |without with
brake O0-notching 0—notching EUR EUR
Open version with bracket for rubber boot S
—~——X Y CS1-S-E
CS1-S-ERL
CS1-S-E-R
y « CS1-S-V
-1 CS1-S-VRL
CS1-S-WR
Closed version with escutcheon plate 72x72 mm (engraving not possible)
—~——X Y CS1-72-E-
CS1-72-E-RL|
CS1-72-E-R
y « Cs1-72-v
R CS1-72-VRL
CS1-72-VR
Closed with escutcheon plate 96x96 mm and protection tube, unwired IP54
—~——X Y CS1-G-E-
CS1-G-E-RL
CS1-G-E-R
y y CS1-6-V
R CS1-G-VRL
CS1-G-WR
Circuits: see sheet S 40/6 Potentiometer:
For Potentiometer: - G55-S256

MP  without O—notching (only by spring return) Conductive plastic 5-0-5 k@
elements for analogue MP1 with O—notching max. wiper current max. 1 mA
outputs. _ MP5 with 5-0-5 notch feeling 10 mio. cycles
Furthermore bus inter—
faces for CAN and profibus Capability of contacts ﬁ:l
as well as voltage and 24 VAC—5 A _
current outputs are available. |94 ypc—2 A = - - 3 9 CT 1
For the application in combi—
nation with hydraulic valves [For 1-0—1 step ‘_’¢ G5-S406
there is an integrated power M without O—notching (only by spring return) ————=— Conductive plastic 2,5-2,5 kQ
electronic with PWM (pulse M1 with O—notching max. wiper current max. 1 mA
wide modulation) current 10 mio. cycles
output available.

Capability of contacts %

24 VAC-5 A

24 VDC-2 A - - 3 2 CT 1

Additional prices: Type: EUR

Cross gate KK

Special gate SK

Mechanical interlock z

5-0-5 notch feeling each axis

Additional handles see sheet 3/3, 3/6, 3/10
Ordering example: 732 14 g RL
T Z UGD MP1 G55. MP1 G55
ype Cst 6 11 KK V R
Closed | | | I— Poti in cross direction
Shaft Circuit in cross direction
Cross gate Poti in view direction
Single axis } Circuit in view direction
Two axis Grips according to sheet 3/...

Spring return

Mechanical interlock
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